
Technical Specifications for 2 and 4 cradle roller slings 

Part # Roller/Sling Length Amount of 

cradles 

Pipe Size Pipe 

Size 

W.L.L. 

ALSPRS1310-2 5 ROLLERS PER CRADLE 

10 ROLLERS TOTAL 

2 150mm to 50mm 

6’’-12’’ 

100mm 

to 

250mm 

13 tonne 

ALSPRS1314-2 7 ROLLERS X PER CRADLE 

14 ROLLERS TOTAL 

2 300mm to 600mm 

12’’-24’’ 

300mm 

to 

450mm 

13 tonne 

ALSPRS1320-4 5 ROLLERS X PER CRADLE 

20 ROLLERS TOTAL 

4 350mm to 700mm 

14’’-28’’ 

500mm 

to 

700mm 

13 tonne 

ALSPRS1324-4 6 ROLLERS X PER CRADLE 

24 ROLLERS TOTAL 

4 600mm to 900mm 

24’’-36’’ 

700mm 

to 

900mm 

13 tonne 

ALSPRS1328-4 7 ROLLERS X PER CRADLE 

28 ROLLERS TOTAL 

4 600mm to 1200mm 

24’’-48’’ 

700mm 

to 

900mm 

13 tonne 

ALSPRS2512-2 6 ROLLERS X PER CRADLE 

12 ROLLERS TOTAL 

2 900mm to 1200mm 

36’’-48’’ 

700mm 

to 

900mm 

25 tonne 

ALSPRS2514-2 7 ROLLERS X PER CRADLE 

14 ROLLERS TOTAL 

2 1200mm to 1600mm 

48’’-60’’ 

700mm 

to 

900mm 

25 tonne 

PIPE 

ROLLER 

SLINGS All slings are tested and NATA certified to AS1666.1-1995 



Technical Specifications for single cradle 

Part # Roller/Sling Length Rollers Size Pipe Size WLL 

ALSPRS0303 3 ROLLERS X 3870mm 60mm 50mm to 100mm 3 tonne 

ALSPRS0305 5 ROLLERS X 4180mm 60mm 125mm to 250mm 3 tonne 

ALSPRS0307 7 ROLLERS X 4570mm 60mm 250mm to 350mm 3 tonne 

ALSPRS1003 3 ROLLERS X 3870mm 120mm 100mm to 250mm 10 tonne 

ALSPRS1005 5 ROLLERS X 4180mm 120mm 300mm to 450mm 10 tonne 

ALSPRS1007 7 ROLLERS X 4570mm 120mm 500mm to 700mm 10 tonne 

ALSPRS1009 9 ROLLERS X 4960mm 120mm 700mm to 900mm 10 tonne 

ALSPRS1303 3 ROLLERS X 3870mm 120mm 100mm to 250mm 13 tonne 

ALSPRS1305 5 ROLLERS X 4180mm 120mm 300mm to 450mm 13 tonne 

ALSPRS1307 7 ROLLERS X 4570mm 120mm 500mm to 700mm 13 tonne 

ALSPRS1309 9 ROLLERS X 4960mm 120mm 700mm to 900mm 13 tonne 

PIPE 

ROLLER 

SLINGS All slings are tested and NATA certified to AS1666.1-1995 
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